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Disclosure to Promote the Right To Information 

Whereas the Parliament of India has set out to provide a practical regime of right to 
information for citizens to secure access to information under the control of public authorities, 
in order to promote transparency and accountability in the working of every public authority, 
and whereas the attached publication of the Bureau of Indian Standards is of particular interest 
to the public, particularly disadvantaged communities and those engaged in the pursuit of 
education and knowledge, the attached public safety standard is made available to promote the 
timely dissemination of this information in an accurate manner to the public. 




Mazdoor Kisan Shakti Sangathan 
"The Right to Information, The Right to Live'' 
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PROTECTED BY COPYRIGHT 



UDC 615-47: 61671-74 



( First Reprint SEPTEMBER 1983 ) 



IS: 5392-1969 




Indian Standard 

SPECIFICATION FOR 
BONE PLATES, EGGERS TYPE 



( Reaffirmed 2002) 



1. Scope — Dimensions and requirements for Eggers type bone plate with slots on two sides suitable for 
3*5 mm diameter screws used in orthopaedic surgery. 

2. Shape and Dimensions — As shown in Fig, i. 
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Ali dimensions in millimetres. 
FIG. I BONE PLATE, EGGERS TYPE 

3. Material — Shall be according to 3 of IS ; 5347-1969*. 

4. Worknnanshjp and Finish — The plate shall be symmetrical and well balanced. The slots shall be 

uniform in shape and situated in central line of the plate. 

4.1 The plate shall be free from cracks, draw marks, pits, burrs, surface contaminations and impregnated 
foreign particles. It shall be passivated and polished bright to give a mirror or satin finish. 

5. Corrosion Resistance Test — Shall be according to 6.1 of IS : 5347-I969*, 

6. Radiological Test — Shall be according to 6.2 of IS ; 5347- 1969*. 

7. Marking— Each plate shall be clearly and indelibly marked at a place indicated In Fig, I by either an 
electric spark or by electrolytic etching method involving the removal of surface material with the 
following: 

a) The name or trade-mark of the manufacturer; 

b) Designation of the material, that is. * SMo ' for stainless steel, * C Co Cr • for cast cobalt chromium 
alloy. • W Co Cr * for wrought cobalt chromium alloy, and 'W Ti * for wrought titanium; and 

c) The size of the plate. 

7.1 ISI Certification Marking — Details available from Indian Standards Institution. 

8. Packing — Shall be as agreed to between the purchaser and the supplier. 



♦General requirements for metal surgical implants. 
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